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Certificado N° 01 100 048121

TANE
HERMETIC

ACOUSTIC CERTIFICATE 52dB

WE HEREBY CERTIFY, under our responsibility, that the door:
Product: TANE’s Acoustic Door
Model:
Serial number:

Year of construction:

It is built up agreed with the sample carried at LGAI Technological Center, S.A., for the test
according to the method of the test described in the normative UNE 74-040, according to the file
number 95.008.581, obtaining the following results:

Global rate to the airborne sound insulation: 51,5 dB (A)

Insulation rate Rw : 52 dB

This normative is equal to the European rules:

* UNE-EN 1SO 1401 “Acoustics. Measurement of sound insulation in buildings and of
buildings elements.
Part 1: Requirements for laboratory test facilities with suppressed
flanking transmission.”

* UNE-EN ISO 140-2:1991 “Acoustics. Measurement of sound insulation in buildings and of
buildings elements.
Part 2: Determination, verification and application of precision data.”
* UNE-EN ISO 140-3:1995 “Acoustics. Measurement of sound insulation in buildings and of
buildings elements.
Part 3: Laboratory measurements of airborne sound insulation of
buildings elements.”
* UNE-EN ISO 7171 “Acoustics. Rating of sound insulation in buildings and of buildings
elements
Part 1: Airborne sound insulation.”
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Freqiiencies (Hz)
index d'aillament global al soroll rosa : 51,5 dB(A)

Index d'aillament Rw : 52 dB

Condicions Ambientals Volum de les sales d'assaig '
Temperatura : 2 2C Emissora : 494 m®
Humitat relativa : 82 Yo Receptora : 577 m?
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